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We are proud to be the First Provider of
Inlined Coating Line for Offshore Wind Tower Production in Asia

OFFSHORE WIND TOWER PRODUCTION

BLASTING ROOM METALLIZING ROOM PAINTING ROOM



250 M

30 M

INLINED COATING LINE
Easy-to-use touch screen
Control of all drives from one 
Central point
Totally self contained
Full status and operational displays
Remote operation and indication Remote operation and indication 
facilities
Compliance with international 
regulations
Humidity and Temperature monitor 
from HMI and Switch zone panel
Working zone control from HMI and Working zone control from HMI and 
Switch zone panel

Control Panel and
Touch Screen HMI
Key Features of Dong Tam controllers

Flexible operation and 
energy saving
Variable motor speed
Automatic pressure 
regulation with sensor
Longer motor life-cycle

Energy saving & Air volume 
control controlling system

Extreme high efficiency 
centrifugal fan (70-85%)
Low noise during operation
Low maintenance cost
Long life-cycle

Industrial Fan

Self-contained construction.
Technology from Canada, 
fabricating in Vietnam
High efficiency and low 
energy consumption
Easy to move and quick Easy to move and quick 
installation at site

Mobile Air Handling unit

Robust welded steel construction
Long life-cycle cartridge filter (>3000 working hours)
Smart Controller with “On-demand” cleaning function
Maximum jet pulse cleaning technology

Jumbo Filter Cartridge (JFC)

METALLIZING ROOM
Push-pull system design
High dust capture ability with small 
air volume
Full control of Humidity and 
Temperature with Fresh air supply unit

Push-pull system design
High dust capture ability with small air volume
Humidity and temperature control

Unique air circulation system for energy saving
BLASTING ROOM

PAINTING ROOM
Push-pull system design
High dust capture ability with small 
air volume
Full control of Humidity and 
Temperature with Fresh air supply unit


